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KOP-COAT, INC EMERGENCIES
MARINE GROUP EAST HEALTH/SPILLS. .. ...: B800-548-0489
36 PINE STREET CHEMTREC ASSISTANCE: 800-424-9300
ROCKAWAY CHEMTREC QUTSIDE US: 703-527-3887
NJ 07866 CANUTEC............: 613-996-6666
KOP-COAT, INC
OUTSIDE USA........: 973-625-3100

PRODUCT NAME: Pettit Bottom Prep Fiberglass Dewaxer D95

PRODUCT USE.: Dewaxer

APPEARANCE. .: Transparent red liquid with solvent odor

CAS NUMBER..: Mixture

SYNONYMS....: None REVISION. . .: 4
DATE.......: 2/22
MSDS NUMBER: 11509

o1~

HAZARDOUS COMPONENT REG AGENCY PPM NOTES MG/M3 NOTES

Ethylbenzene ACGIH STEL 125 543

CAS NUMBER:100-41-4 ACGIH-TWA 100 434

PERCENT BY WGT: 5 TO 10 NIOSH 100 435
NIOSH STEL 125 545
OSHA STEL 125 545
OSHA TWA 100 435

Methyl isobutyl ketone ACGIH STEL 75 307

CAS NUMBER:108-10-1 ACGIH-TWA 50 205

PERCENT BY WGT: 35 TO 40 OSHA STEL 75 300
OSHA TWA 50 205

Cyclohexanone (skin) ACGIH-TLV 20

CAS NUMBER:108-94-1 OSHA TWA 50

PERCENT BY WGT: 5 TO 10

Xylene ACGIH STEL 150 651

CAS NUMBER:1330-20-7 ACGIH-TWA 100

PERCENT BY WGT: 30 TO 35 NIOSH 100 435
NIOSH STEL 150 655
OSHA STEL 150 655
OSHA TWA 100 435

Petroleum distillates ACGIH TLV 100 STS

CAS NUMBER:64742-95-6 OSHA-PEL 500 5SS

PERCENT BY WGT: 5 TO 10

1.2.4 Trimethylbenzene (None established.)

CAS NUMBER:95-63-6
PERCENT BY WGT: 1 TO 5

NOTES:
STS) Recommend that exposure limits for stoddard solvent be used as a guideline.

EMERGENCY OVERVIEW: WARNING! Flammable Tiquid and vapor. Harmful if
swallowed or inhaled. May cause eye, skin and respiratory tract irritation.

EYES: May cause moderate eye irritation. Not expected to cause permanent
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damage if promptly rinsed from eyes.

SKIN: May cause skin irritation. Prolonged and/or repeated skin contact may
cause irritation characterized by redness, cracking and blistering. May be
absorbed in toxic amounts through the skin and cause systemic effects.

INHALATION: May cause respiratory tract irritation. Exposure to high
concentrations may cause central nervous system effects, including headache,
drowsiness, nausea, and dizziness. Continued inhlation may result in
unconsciousness or death.

INGESTION: May cause gastrointestinal disturbances such as nausea, vomiting,
diarrhea, and effects similar to those described in INHALATION. Aspiration of
this product into the Tungs during ingestion or vomiting may cause mild to
severe pulmonary injury, possibly progressing to death.

CHRONIC: Reports have associated repeated or prolonged occupational exposure
to solvents with permanent brain or nervous system damage, liver and kidney
damage or may cause cardiac arrhythmia. Prolonged or repeated dermal exposure
tg.this product can cause skin dermatitis, characterized by red, dry and scaly
skin.

CARCINOGENS: Ethylbenzene 1is classified by IARC as possibly carcinogenic to
humans (2B) based on inadequate evidence in humans and sufficient evidence of
carcinogenicity in laboratory animals.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: Persons with pre-existing skin, eye,
or central nervous system disorders, or impaired liver, kidney, or pulmonary
function may be more susceptible to the effects of this substance.

EYE CONTACT: Hold eye open and rinse slowly and gently with water for 15-20
minutes. Remove contact lenses, if present, after_the first five minutes, then
continue rinsing the eye. Contact a poison control center for treatment advice.

SKIN CONTACT: Take off contaminated clothing. Rinse skin immediately with
plenty of water for 15-20 minutes. Call a poison control center or doctor for
treatment advice. Wash contaminated clothing before reuse.

INHALATION: Move person to fresh air. If person is not breathing, call 911 or
an ambulance, then give artifical respiration, preferably mouth-to-mouth. Call
a poison control center or doctor for further treatment advice.

INGESTION: Immediately call a poison control center or doctor. Do not induce
vomiting unless told to do so by a poison control center or doctor. Do not give
any liquid to the person. Do not give anything by mouth to an unconscious
person.

NOTE TO PHYSICIAN: There is no s?ecific antidote for effects from overexposure
to this material. Treatment should be dirécted at the control of symptoms and
the clinical condition.

FLASH POINT: 61 F/16 C
EXTINGUISHING MEDIA: Use dry chemical., carbon dioxide., water spray or foam.

FIRE FIGHTING PROCEDURES: As in any fire, wear complete fire service protective
equipment, including full-face MSHA/NIOSH approved or equivalent self-contained
breathing apparatus. Use water to cool fire-exposed container/structure/protect
personnel .

FIRE AND EXPLOSION HAZARDS: Can release vapors that form exg]osive mixtures.
Vapors can travel to a source of ignition and flash back. Closed containers may
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explode when exposed to extreme heat (fire). Toxic vapors may be given off in a
fire. Cyclohexanone can react vigorously with strong oxidizing materials.

Stop spill/leak if no risk involved. Avoid breathing vapors. Eliminate ALL
sources of ignition such as flares, flames (including pilot lights), and
elctrical sparks. Ventilate area. Take up carefully to avoid heat and sparks.
Use an 1inert absorbent to complete a clean-up. This material reacts with
oxidizing materials. Dispose of contaminated absorbent, container and unused
contents in accordance with local, state and federal regulations.

HANDLING: Avoid prolonged or repeated breathing of vapors or mists. Do not
et on skin, in eyes or on clothing. Spray paint in accordance with 0OSHA 29 C
R 1910.107. Use with adequate ventilation. Wash thoroughly after handling.

STORAGE: Store in areas/buildings designed to comply with OSHA 1910.106. Keep
in a closed, labeled container within a cool (well-shaded), dry. ventilated
area. Protect from physical damage. Keep containers closed when material is
not in use. Maintain good housekeeping.

OTHER: Keep away from heat and open flame. If post application/use processing
of this product generates dust or if spray application is made, " Exposure
Limits " in Section 2 apply. Do not use until manufacturer's precautions have
been read/understood. Containers of this material may be hazardous when

empty. Since emptied containers retain product residues (vapor, Tiquid), all
hazard precautions given in the data sheet must be observed. All five gallon
pa11sfand éarger containers, should be grounded and/or bonded when material is
transferred.

ENGINEERING CONTROLS: Ventilation is normally required when handling or using
this product to keep exposure to airborne contaminants below the exposure 1imit.
Facilities storing or utilizing this product should be equipped with an eyewash
station and shower.

RESPIRATORS: Ensure fresh air entry during application and drying. If
engineering controls do not maintain airborne concentrations to a level which is
adequate to protect worker health, or if air monitoring demonstrates vapor Tlevel
is _above applicable Timits, wear an appropriate. properly fitted respirator
(NIOSH/MSHA approved or equivalent) during and after application. Respirator
selection, use and maintenance should be in accordance with the requirements in
29 CFR 1910.134 and NIQOSH 42 CFR 84,whenever workplace conditions warrant a
respirator's use.

PERSONAL PROTECTIVE EQUIPMENT: Industrial safety glasses at a minimum. As
necessary for work area conditions: use side shields, goggles, or faceshield.
As required. chemical resistant flexible-type gloves (heavy duty neoprene or
equal). MWear industrial-type work clothing and safety footwear. Depending on
working conditions, i.e., contact potential, wear resistant protective garments
such as head/neck cover, aprons, jackets, pants, coveralls, boots, etc.

Weight Per Gallon (1bs): 7.070 % VOL by Weight.: 99.98%

Vapor Density.: (air=1)=1 Boiling Point...: Not determined
Vapor Pressure: Not determined Evaporation Rate: (ether=1l)<l

gH ............ - Not ap?Ticab1e Specific Gravity: 0.849
olubility In Water: Slight Yiscosity: «: wone . Not determined




PRODUCT NAME: Pettit Bottom Prep Fiberglass Dewaxer D95 PAGE 4 OF 5

STABILITY: Stable

HAZARDOUS POLYMERIZATION: Will not occur.

INCOMPATIBILITY: Avoid oxidizing agents, acids, alkalis, heat, sparks and open
flames. Cyclohexanone can react v1gorous]y with strong 0x1d121ng materials and
may cause spontaneous ignition and violent reaction.

HAZARDOUS DECOMPOSITION PRODUCT(S): Carbon monoxide. carbon dioxide, oxides of
nitrogen and other toxic organic compounds‘

Xylene: Laboratory animals exposed to high Tevels of xylene showed evidence of
effects on the Tiver, kidneys. lungs, spleen, and caused hearing loss. Rats
exposed during pregnancy to xyTene showed fetotoxic effects.

Methyl Isobutyl Ketone (MIBK): MIBK has been found to cause kidney damage and
found to cause harm to the fetus in animal studies.

Cyclohexanone: Prolonged exgosure to high vapor concentrations of cyclohexanone
to exper1menta1 animals has been found to cause liver and kidney abnormalaties,
adverse reproductive effects and clouding of the eyes. Relevance to humans is
uncertain. Cyclohexanone is mutagenic for mammalian somatic cells.

13 DISPOSAL CONSIDERATIONS

Dispose of unusable product in accordance with local, state and federal
regulations.

DEPARTMENT OF TRANSPORTATION REPORTABLE QUANTITIES
REPORTABLE QTY (LBS) HAZARDOUS SUBSTANCE

1000 Ethylbenzene
5000 Methyl isobutyl ketone
100 Xylene

DOT Information for Air Transport and Ground Transport in Containers > 1.2 qt:
DOT Proper Shwpp1ng Name & ID Number: UN1263, Paint

DOT CLASS: (Flammable 1iquid)

Packing Group 11

DOT INFORMATION FOR GROUND TRANSPORT IN CONTAINERS LESS THAN 1.2 QUARTS (1 L):
DOT Proper Shipping Name: ORM-D

Label: None
Mark1ng: ORM-D

SARA TITLE TIT SECTION 313 CHEMICALS







